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TENZON 3 PROT 
SYMBOL pH 

A-49 8 

 

Preparation for long-term protection of all types of automotive paint finishes based on the 

increased amount of carnauba wax and unique formula TENZON. Carnauba wax is one of the 

hardest natural wax creates a protective film that protects the bodywork from adverse weather 

conditions, scratches, sand. An additional advantage of Carnauba wax polishes properties are 

reported to increase the intensity of the color of the new paint. Use of the product simplifies 

the process of cleaning and protecting bodywork for a period of 6 to 12 months, depending on 

the method and frequency of cleaning. In the case of damaged automotive coatings applied 

previously recommended and TENZON1 TENZON 2 

 APPLICATION:  
- Car paint  

- Varnished surfaces 
 

COMPOSITION: 

< 5% nonelectrovalent surface-active compounds, 15-30 % aliphatic hydrocarbon, conserving 

substance (Benzisothazolinone), support substances. 

 

 USAGE: 

The product ready for use. Before applying paint car wash supplies from dirt, insects, and 

mineral deposits. Recommended washing preparations: Shampoo Neutro (hand washing with 

polishing) Dry Shampoo (washing and polishing of drying), Car Max (hand washing, non-

contact), Car Stone (removal of mineral deposits). Then, immediately before applying 

TENZON 3 degrease the surface with a paint TENZON CLEANER. 

At exactly washed, dry surface, apply evenly TENZON 3, gently rubbing in a circular motion 

paint. Thinly applied layer left on the paint formulation to about 3 to 10 hours, in order to 

harden the protective layer. Then the slow, circular movements carefully polish the bodywork. 

The operation was carried out in the shade on nienagrzanej surface. Do not leave a thick layer 

on the paint formulation. 

 

 DANGER:  
Xn - Harmful. 

R65 - Harmful: may cause lung damage if swallowed. 

R66 - Repeated exposure may cause skin dryness or cracking. 

S24 - Avoid contact with skin. 

S37 - Wear suitable gloves 
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S62 - If swallowed, do not induce vomiting: seek medical advice immediately and show the 

container or label. 

S2 - Keep out of the reach of children 

 

SELL-BY DATE:  
1 year from production date.  

 

ADDITIONAL INFORMATION:  
Additional information are available in material safety data sheet (MSDS).  

 

Contaminated packaging must be completely emptied. Rinse empty containers with water several 

times used as preparation. Empty container can be stored in containers for collection of plastic 

packaging, or by a specialized company for recycling. Comply with the provisions of the Act of 11 

May 2001 on packaging and packaging waste (Journal of Laws No. 63, item. 638), as amended 


