
 

 

 

 

      TECHNICAL DATA SHEET 

 

TENZI Sp. z o.o., 72-002 Dołuje, Skarbimierzyce 18 

tel. (091) 311 97 77, fax: (091)311 97 79 

e-mail: info@tenzi.pl, www.tenzi.pl 

 

Strona 1 z 2 

  

ROLLWAX 
SYMBOL pH 

A-28 5 

 Quick-drying and easy to use  liquid-Wax  to the protection and making car  bodies shiny. 

Creating gleaming protective layer very well safeguards areas against the effect of 

atmospheric agents and the sedimentation of road dirt. Is drying automatically, without the 

additional airflow. 

 

APPLICATION: 
- Automatic car washes, 

- Brush car washes, manual. 

 

 COMPOSITION: 

10% cationic surfactants. 

 

 USAGE: 
Before using refer to the Safety Data Sheet. 

Maintenance and drying washing pressure: 1:500 with water (0.2% - 20 ml / 10 liters of 

water) - (15-25 g / car). Rinse with water. 

Manual Cleaning: 1:500 with water (0.2% - 20 ml / 10 l of water). Apply with a spray bottle 

of pneumatic or manual. 

It can be used in dilution with water of a wide range of temperatures (20 ° C - 60 ° C). 

For best results, diluted with demineralized water. 
 

 DANGER:  
Xi - Irritant. 

R41 - Risk of serious damage to eyes. 

S24/25 - Avoid contact with skin and eyes. 

S26 - In case of contact with eyes, rinse immediately with plenty of water 

and seek medical advice. 

S28 - After contact with skin, wash immediately with plenty of water. 

S45 - In case of accident or if you feel unwell, seek medical advice immediately - if possible, 

show the label. 

S37/39 - Wear suitable gloves and eye or face protection. 

S1 / 2 - Keep locked up and out of reach of children. 

 

SELL-BY DATE:  
36 months from date of manufacture. Date of production / series and the expiration date stated on 

the packaging.  
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 ADDITIONAL INFORMATION:  
Accessible additional information in the card of characteristics of the dangerous chemical 

preparation.  

 

 

Contaminated packaging must be completely emptied. Rinse empty containers with water several 

times used as preparation. Empty container can be stored in containers for collection of plastic 

packaging, or by a specialized company for recycling. Comply with the provisions of the Act of 11 

May 2001 on packaging and packaging waste (Journal of Laws No. 63, item. 638), as amended 


