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 G2 is a two-component (base + catalyst) product for long-term protection of the surface of the 

glass, especially the front windows of cars. Use of the product G2 provides better visibility in rain, 

easy removal of insects and is easier to remove ice / frost in winter. Efficiency  of product: 50ml/m2. 

 

APPLICATION: 

- front car windows . 
 

COMPOSITION: 

alcohol > 80%, suport  substances  

 

USAGE: 
 Do not use the product at  temperature below  10ºC! 

 Do not use (put ) the products in a direct sunlight !  

 Make sure  that the surface is not hot . 

 Provide proper ventilation and fresh air. 

 If the surface in the past was secured by other waterproof products it is important to remove 

these products from the surface. 

 

Step  1: Mixing  

Mix the two components in room temperature in proportion 1:1 . The resulting solution should be 

mixed for a minimum of three minutes. After mixing, the solution is ready for use and can be used in 

one day. 

Before applying the mixture, the surface on which you want to apply the product must be cleaned. The 

room temperature during application should be in the range of 10-30 ° C, preferably 15-25 ° C. 

Mixture mixed once again does not require mixing before use. 

 

Step2: Washing the surface  

The stability of the applied coating and the abrasion resistance of the coating depends on how the 

product will be chemically bound to the surface. Therefore, it is extremely important to clean the 

surface prior to application. Wash the surface with a standard products for cleaning glass, then wipe 

dry. 

 

Step  3: Applying the product  G2 

Avoid applying the product in direct sunlight. In the case of car window, the two halves of the glass 

(left / right) should be protected with one after the other. The prepared product (according to step 1) 

apply to the surface as a thin film and then rapidly and uniformly polish with a paper towel at least 0.5 

to 1 minute.  
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Do not let the product dry occasional . Before drying the excess of solution should be collected with a 

clean paper towel. Streaks and residues must be completely polished with a clean piece of paper towel. 

 

The hydrophobic effect normally seen depending on the substrate, reactivity and temperature already 

after about 5-15 minutes and is amplified after a few minutes. However, it is recommended to leave 

the surface of the coated film at least for about 30 minutes. In case of car windows during this time do 

not use the wipers. 

 

Step 4. Restoration of the surface covered earlier with product G2. 

After removing ,the coating can be put one's again.. In this case, follow the procedure presented above 

(step 1-3). If the glass surface was protected by other waterproof products hydrophobic, it is necessary 

to use abrasive products to remove this coating. 

 

DANGER: 
F - Highly flammable 

R11 - Highly flammable 

S7 - Keep container tightly closed 

S16 - Keep away from sources of ignition - no smoking 

S46 - If swallowed, seek medical advice immediately - show the label 

S2 - Keep out of the reach of children 

 

SELL-BY DATE:: 
12 months from date of manufacture. After Mixing the component a with b  validity of mixture 

24h. 

Date of production / series and the expiration date stated on the packaging 

 

ADDITIONAL INFORMATION:  
Accessible additional information in the card of characteristics of the dangerous chemical preparation. 

 
Contaminated packaging must be completely emptied. Rinse empty containers with water several times used as 

preparation. Empty container can be stored in containers for collection of plastic packaging, or by a specialized 

company for recycling. Comply with the provisions of the Act of 23 June  2013 on packaging and packaging 

waste (Journal of Laws No. 2013, item. 888), as amended 
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